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Hardware Specifications 
 

Specification

Capacity 
(subscribers)

Supports routers 
with throughput 
up to:

Power

Weight

Dimensions
(w x d x h)

Environment

Storage

Regulatory

Interfaces:
Ethernet (built-in 
and optional)

Bulletin 
Manager

3 million

n/a

Bulletin 
Director 10

10,000

500 Mbps

Bulletin Director 
100

35,000

1 Gbps

Bulletin Director
150

70,000

5 Gbps

Bulletin Director
250

150,000

10 Gbps

Bulletin Director
1000

400,000

40 Gbps

Note: Hardware specifications subject to change without notice.

Flexible Placement Accommodates A Wide Variety 
of Network Architectures

Deployments for a large number of subscribers are sup-
ported with minimum hardware requirements.  The diagram 
below demonstrates that the entire subscriber base can be 
served by a single Bulletin Director at the top aggregation 
router or by multiple, smaller-model Bulletin Directors distrib-
uted across any level below it.  Generally, multiple installa-
tions of the smaller models are suitable for providers with 
highly distributed networks of smaller POPs where a single 
POP does not serve the entire base.  

100-240VAC, 50-60HZ, 6-3A or 
-40 to -65VDC, 10A at -48VDC

7 kgs/15.4 lbs

430x500x44 mm
16.9x19.7x1.7in

0-40°C, 10-80% humidity (non-condensing)

-20-60°C, 10-80% @ 40°C (non-condensing)

FCC Class A, CE, UL

2x 1Gbps built-in Ethernet plus 2 module bays
	 Modules: 
	 4-port 1 Gbps copper Ethernet ports
	 2-port 1 Gbps SFP ports


